
FROM SEQUENTIAL 


Model 964 MIDI Sequencer, 
a Powerful Performance and 
Composition Tooi for Musicians 


The Model 964 is designed for use with the Commodore 64 
personal computer, taking advantage of that system’s portability, 

memor>' capacity, disc storage, and video interface. _ 

The Model 9W Sequencer 
records up to 4000 
notes by storing the MIDI 
information sent from any 
MIDI-equipped instrument 
that is compatible with 
the Rev 1.0 MIDI spec. 

The Model 964 records 
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velocity, pitch-bend and modulation information (if the synthe¬ 
sizer is so equipped). For playback, the sequencer sends MIDI 
information back to the s>Tithesizer either as recorded in real 
time, or auto-corrected for subtle timing errors. The playback 
tempo can be \^ried by using either the internal clock or an ex¬ 
ternal drum machine clock. 


As a digital recorder, 
the sequencer’s editing 
facilities allow for multi¬ 
track overdubbing, 
duplication, and cor¬ 
recting of parts without 
re-recording, splicing, 
or accumulating noise 
through the processes of 
“mix-down” or “bouncing” generations of tape tracks. The sequ¬ 
encer memory can be allocated to ei^t independent sequences, 
each of wiiich can be transposed within a 6 octave range. Build 
a librar)' of songs by chaiiing sequences together and storing 
them on diskette. Songs can dso be overdubbed and transposed. 

The Model 964 Sequencer is another new concept from Se¬ 
quential. the leader in affordable high technolog>’ for the contem- 
porar>’ musician. It is ready to use with our new MAX. Multi- 
Trak, Six-Trak, Prophet-6()0 and Prophet-T8 synthesizers. It 
can also be used with Prophet-5’s or Prophet-lO’s equipped with 
a Model 841 MIDI retrofit kit, or with any other MIDI-equipped 
synthesizer. 

Suggested Retail $99.00 
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